
ready for the club...  and beyond!



— premium passive systems — 
— outstanding power handling — long-term reliability —  

— state-of-the-art speakers — unique design — 

Program power 2000 W 3200 W 6800 W 3600 W

Impedance 8 Ω 4 Ω 4 Ω 4 Ω 

SPL (1W/1m) 99 dB 98 dB 101 dB 98 dB

Maximum SPL (continuous/1m) 132 dB 134 dB 139 dB 134 dB

Frequency response (-10 dB) 44 Hz - 19 kHz (with external DSP) 32 Hz - 150 Hz (with external DSP) 28 Hz - 150 Hz (with external DSP) 28 Hz - 140 Hz (with external DSP)

Components                               

LF – MF 15" neodymium woofer ( 4" voice coil) 18" neodymium woofer ( 4" voice coil) 2x 18" neodymium woofers ( 4.5" voice coil) 21" neodymium woofer ( 5.3" voice coil)

HF 2.5” titanium diaphragm neodymium driver

Directivity (HxV) 60º x 50º (rotatable horn) omnidirectional omnidirectional omnidirectional

Dimensions (HxWxD) 720 x 450 x 460 mm 540 x 664 x 700 mm 1046 x 740 x 780 mm 668 x 749 x 900 mm

Weight 30.5 kg 40.9 kg 99.5 kg 72.9 kg

Finish 
 

Multilayer Baltic birch plywood 
Front steel grille 
High resistant black & grey matt Polyurea coating

Multilayer Baltic birch plywood 
Front steel grille 
High resistant black & grey matt Polyurea coating

Multilayer Baltic birch plywood 
Front steel grille 
High resistant black & grey matt Polyurea coating

Multilayer Baltic birch plywood 
Front steel grille 
High resistant black & grey matt Polyurea coating
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is a product
designed, engineered and and manufactured

in Barcelona – SPAIN by

Amate Audio S.L.
Perpinyà, 25 · Polígon Industrial Nord · 08226 Terrassa

T. +34 93 735 65 65 – F. +34 93 735 60 48 – info@amateaudio.com

R&D and FACTORY: Violinista Vellsolà, 18 · 08222 Terrassa 
T. +34 93 736 23 90

www.amateaudio.com
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